CAS=CO

CASCO Power nght Die Helm-Manufaktur

Die neue CASCO FeuerwehrEinsatzleuchte mit
& !

Leuchtwinkel variabel einstellbar

- hochwertige kugelgelagerte Leuchtbreitenreguli-
erung erfolgt mechanisch und nicht elektronisch.

- Weitwinkel fir maximale Ausleuchtung.

- Spot fur Signal bei Rauch/Nebel.

CAS=CO

Hochwertiges, gefrastes
Aluminium-Gehéause mit
doppeltem Explosionsschutz
- Extra dichtes Gehduse.

- Elektronik zuséatzlich
selbstschiitzend versiegelt.

Leuchtkraft 4-stufig
einstellbar

125, 250, 500 Lumen
oder blinkend.
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Einsatzbereich zugelassen fiir Gas-Atmosphare oder explosive Staube
e CASCO Power Light 500 Vario GroBe: Lénge 13,4cm, 0 3,4cm
e Spezielle Lithium lonen Akkus Gewicht: ca. 150g inkl. Akku
- Garantiert 2.000 Ladezyklen pro Akku. o — : -
- Zwei Akkus (wéihrend des Einsatzes u: Lithium lonen Akku wiederaufladbar ( 2600 mAh )
kann der andere Akku Iaden)_ Ladegerit: - Aufladung in zwei Geschwindigkeiten maglich (0,5 und 1 Ampere) ;
- Spannung bleibt stets konstant hoch. normal flir maximale Anzahl Ladezyklen; schnell fiir kurzfristigen Einsatz
P : 9 [ . - Mit USB- und Mikro-USB-Anschluss fiir diverse Lade-Optionen
- Unempfindlich bei Komplettentladung. -
- Uberdurchschnittlich viele Ladezyklen. Smart Safety Automatisches Reduzieren der Leuchtkraft zum _Schutz vor Uberhitzung
X der Lampe (Umgebungstemperatur + Dauerbetrieb).
¢ Praktische Aufbewahrungs-Box _ - -
« USB-Ladegerat mit Blinkfunktion: ja
Schnellladefunktion Leuchtwinkel: einstellbar (Weitwinkel oder Spot)
Helligkeit: einstellbar von 125 bis 500 Lumen
Betriebsdauer 4 -10 Stunden (abhangig von Helligkeit)
Leuchtweite max. 141m
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CASCO Power Light

CAS=CO

Die Helm-Manufaktur

The new CASCO firefighting torch with
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e CASCO Power Light 500 Vario
¢ Special Lithium-ion battery

- guaranteed 2,000 charge cycles per battery.

- two batteries (during the operations,
the other battery car recharge).

- Voltage stays always high.
- Insensitive to complete discharge.
- Above average number of charge cycles.

¢ Practical storage case

e USB charger with quick
charge function

or blinking.

and

Brightness adjustable
in 4-stages
125, 250, 500 Lumen

Adjustable light angle

- High-quality ball bearing-mounted range
control of illumination is adjusted mechanically,
not electronically.

- Wide angle for maximum illumination
- Spot illumination for smoky/foggy conditions

High-quality milled

aluminium chassis with

double explosion protection

- Extra dense housing.

- In addition electronics are
self-protected sealed.

Light source:

High performance Cree-LED

Material: Aluminium
Certification: Zone 1
12 GExiblIC T4

II2 D ExibD 21T 135°C, IP67

Area of Application

Approved for gas-atmosphare or explosive dusts

Size: lenght 13,4cm, @ 3,4cm
Weight: ca. 150¢ incl. battery
Batteries: Lithium-ion rechargeable batteries (2600 mAh )
Charger: - charging in two speeds possible (0.5 and 1 amps) ; normal speed for
maximum number of charging cycles; fast for short term use
- with USB and micro-USB connection for various charging options
Smart Safety Automatic reduction of the luminosity to protect against overheating of

the lamp (ambient temperature plus continuous operation).

Blinking function:

yes

Light angle:

adjustable (wide angle or spot)

Brightness:

adjustable from 125 to 500 lumens

Operating time:

4 - 10 hours (depending on brightness)

Beam distance

max. 141m
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